
Facade fitting

KRIO
krioarcluce-us.com

106



Luminaire

•  Extruded aluminium body.
•  Die-cast aluminium caps (EN 47100).
•  Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
•  Silicone rubber gaskets.
•  AISI 316 stainless steel external screws.
•  PMMA lenses for LEDs.
•  Screen made of 5/16” thermal-shock resistant 

tempered glass.

Electrical

•  Nominal LED efficacy up to 125lumen/Watt  
(4000K - 500mA - CRI>80 - Tj=100°C).

•  LED life time: >50000h with L80.
•  High colour consistency: <3 SDCM.
•    LED driver not included.

Installation

•  Wall mounted.
•  M16 engineering plastic cable gland.
•  Galvanized and painted steel support bracket.
•  Supplied with power cable (10’).

Amber color LED on request.

DESCRIPTION

Luminaire power:  24W

Source lumen:  Up to 2150lm

LED:   3000K - 4000K, CRI>80

TECHNICAL INFORMATION
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Family Model LED engine Lenght Optics CCT Fixture color Wiring

P- Wall surface KR Krio 0 Power 12W/feet 2 2’ 3.76” 1 Narrow 3 3000K US- 21 Aluminium O 24V

2 Medium 4 4000K

4 Wide fl ood 

6 Elliptical

21

IP67
IK07

Facade fitting

KRIO

0.43 ft2

2" 23/64

2"
 7

/82"
 1

/1
6

2’ 3.76”

2" 23/64
2"

 7
/82"
 1

/1
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2’ 3.76”

20000 cd/klm

60°

30°
5000 cd/klm

60°

30°
2000 cd/klm

60°

30° 5000
cd/klm

30°

60°

1" 11/32
 2" 7/8

3" 1/2

2" 1/16

1" 5/16 1" 5/16

 8" 9/32÷11" 7/32

Code Ib

  1099155X+21 0.44

Code Ib

  1099156X+21 0.44

Code Ib

  1099157X+21 2.42

Steel support brackets. Adjustable steel support brackets. Adjustable and extensible steel support brackets.

Weight:   5.51 lb

Optics

1 

Narrow

2 

Medium

4 

Wide fl ood

6 

Elliptical

Accessories
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